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© 2 0 1 7  K L I P S C H  G R O U P,  I N C .  J A M O  I S  A  R E G I S T E R E D  T R A D E M A R K  O F  K L I P S C H  G R O U P,  I N C .  I N  T H E  U S A  A N D  O T H E R  C O U N T R I E S . 
A  W H O L LY- O W N E D  S U B S I D I A R Y  O F  V O X X  I N T E R N AT I O N A L  C O R P O R AT I O N . 

V 0 1  -  0 2 0 2

5 . 2 5 ”  2 - W A Y  O U T D O O R  S P E A K E R

SPECIFICATIONS
FREQUENCY RESPONSE 72Hz - 18kHz

POWER HANDLING 40W RMS / 80W Peak

NOMINAL IMPEDANCE 4 Ohm

SENSITIVITY 88dB

LOW FREQUENCY DRIVER 133mm (5.25”) Aluminum HCC

HIGH FREQUENCY DRIVER 25mm (1”) Aluminum Dome

ENCLOSURE MATERIAL UV Resistant ABS

ENCLOSURE TYPE Sealed Enclosure

INPUTS Single Binding Posts

FINISHES Satin Black, Satin White

D E S I G N  +  P E R F O R M A N C E
The smooth l ines ,  sat in  painted f in ish ,  and compact 

des ign of  the I /O 5  a l lows i t  to  b lend seamless ly 

into even the most  luxur ious  of  outdoor  l i v ing 

space,  whi le  the 5 .25” long-throw a luminum HCC 

woofer  and 1” a luminum tweeter  prov ide deta i led, 

dynamic ,  ba lanced sound.

 

E A S Y,  R O B U S T  I N S TA L L AT I O N
The new Jamo I /O ser ies  features  an u l t ra  durable 

powder  coated steel  C-bracket  for  s imple,  easy,  and 

re l iable  insta l lat ion in  any outdoor  env i ronment .

 

A L L  W E AT H E R  D U R A B I L I T Y
A  p o w d e r  c o a t e d  g r i l l e  m a t e d  t o  a  U V- r e s i s t a n t , 

A B S  c a b i n e t  p r o v i d e s  t h e  u t m o s t  i n  a l l - w e a t h e r 

c a p a b i l i t y.  T h e  n e w  J a m o  I / O  s e r i e s  i s  d e s i g n e d 

a n d  b u i l t  t o  o f f e r  g r e a t  o u t d o o r  a u d i o  y e a r  i n 

a n d  y e a r  o u t .


